
PRODUCT BULLETIN

REVIVA.COMEvery Engine Built to its Exact Serial Number

Caterpillar® 3���/3��� )EU*  Diesel Engines

BASIC LONG BLOC, INCLUDES�

• Block

• Camshaft

• Crankshaft

• Front Idler Gear

• Head

• 1istons

• Rocker Arm Assembly

• Rods

REVIVA PROCESSES

Reviva utilizes state of the art machines and machining 
methods to ensure quality. All components are magnafluxed, 
inspected and machined to OEM specifications. 

Blocks are magnafluxed, upper & lower counter bores are 
repaired as needed, the deck is resurfaced and the align bore is 
honed to OEM specifications. 

Cylinder heads are magnafluxed, pressure tested, and new 
valve guides and new valves are installed in every head and 
valve seats are machined to OEM specs then vacuum tested to 
ensure quality.

Crankshafts are magnafluxed, straightened if needed and 
polished or ground undersized.

Camshafts are magnafluxed, straightened if needed and 
polished.

Connecting rods are magnafluxed new rod bushing installed 
and machined to OEM specification. 

All Reviva engines are assembled in the USA.

HEUI OPTION:

3��� )EU* built prepared for )EU* inKectors.

TO PLACE AN ORDER
Before calling to request price and availability, please gather 
the following information:

• The original machine serial number
• The original engine serial number
• The original engine AR number

Sample image

WARRANTY COVERAGE

0n�Road -onH #lock conGJHVratJons� 
� year�VnlJmJted mJleaHe�

0GG�Road all conGJHVratJons� � year����� IoVrs� 

Some restrictions apply; see limited warranty details or call 

for more information. 

CORE RE56R/ CRI5ERIA

26A-I5: PROCESSES

&Wery enHJne Js macIJned VsJnH state�oG�tIe�art 
eRVJQment and assembled VsJnH QrecJse and 
reQeatable metIods� All enHJne QrodVctJon GolloXs 
docVmented lean manVGactVrJnH Qrocesses and 
QrJncJQles to create consJstent RValJty and deQendable 
oVtcomes�

©2022 Reviva, All Rights Reserved. Reviva is an independent manufacturer and is not affiliated with 
Navistar, Ford, Cummins, General Motors, Mercedes-Benz or Caterpillar.

The AR and serial numbers are located on the valve cover.

��IG tIJs Js a #0$ order core $A//05 IaWe a Iole�

• IG tIere are WJsVal Ioles or cracks Jn tIe block tIere XJll
be a ��� core cIarHe back�

• $ore cIarHes are reGVnded XJtIJn ���IoVrs aGter ReWJWa
receJWes yoVr core�

• Crank must rotate

���� Round�trip freight prepaid within the Continental US���


